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(57) Abstract: The invention relates to a method for producing 
gas turbine components, in particular blades, blade sections or ro- 
tors with integral blades for a jet engine. Said method comprises 
at least the following steps: preparation of at least one metallic 
powder and at least one expanding agent; mixing of the metallic 
powder or each metallic powder with the expanding agent or each 
expanding agent; compression of the resultant mixture to form at 
least one semi-finished product; expansion of the semi-finished 
product or each semi -finished product by heating to achieve a de- 
fined degree of expansion; termination of the expansion process by 
cooling, once the defined degree of expansion has been reached. 

(57) Zusammenfassung: Die Erfindung betrifft ein Verfahren 
zur Herstellung von Gasturbinenbauteilen, insbesondere von 
Schaufeln, Schaufelsegmenten oder integral beschaufelten Roto- 
ren fur ein Flugtriebwerk, mit zumindest den folgenden Schritten: 
Bereitstellen mindestens eines Metallpulvers und mindestens 
eines Treibmittels; Mischen des oder jedes Metallpulvers mit dem 
oder jedem Treibmittel; Verdichten der entstehenden Mischung 
zu mindestens einem Halbzeug; Aufschaumen des oder jeden 
Halbzeugs bis zu einem definierten Schaumungsgrad durch 
Erwarmung; Beenden der Aufschaumung bei Erreichen des 
definierten Schaumungsgrads durch Abkiihlung. 
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